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入射器棟内の計装機器に侵入した煤
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A high-power pulsed modulator was burnt at the accelerating structure
assembly room adjacent to the electron positron injector linac building in
KEK. It is considered that a capacitor in the pulse forming network was
broken and caught fire. The container of the capacitor was plastic

material and was filled with insulating oil that are combustible. The fire
generated much carbon soot and it sneaked into the injector building.
The operation of those facilities was interrupted. The fire and its
recovery are reported.

まとめ

◆X-バンド加速管開発研究 (Nextef) においてプラス
ティック容器のコンデンサが破裂、高電圧放電により
着火 (?) 電位傾度などの安全の余裕が小さかった

◆煤が入射器側にも侵入し、暫定回復だけでも３週間を
要した

◆多数の機器が動作不可となった

◆煤と化学物質からの職員・作業員の防護
◆当面現場での高電圧インターロックの解除
◆監視装置の増設
◆境界からの煤の侵入の防止
◆安全管理・健康管理と情報共有の重要性

◆入射器側の設計は安全性が高かった
◆幸い暫定入射開始により予定どおり４リング同時トッ
プアップ入射にも成功した

◆機構内外からの支援に感謝

火災と入射運転の回復
更新された入射器電子陽電子複合加速器

火災の影響と回復作業の開始
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電子陽電子線形加速器の入射ビームと蓄積電流 
   SuperKEKB:  7 GeV 電子   2600 mA 
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Web や Mail による情報共有・健康管理
暫定的回復により同時トップアップ入射も可能に


